
Accudraft 3000™ Prep Station
The Accudraft 3000 is designed for extreme versatility 
and parts/vehicle prep. Sand and prep in a well-lit area and 
keep the shop clean from dust and debris. Expandable to 
two bays that run off of one exhaust turbine.
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                Standard Features
 
Dimensions
- Interior Working Dimensions 12’ long x
  6’8” wide x 9’ high (LxWxH       
  Extensions Available)

Available Configurations 
- Pitted Downdraft
- Oblique (Pitless Design)

Construction
- Textured Exterior Vinyl Coating
- UltraWhite™ Vinyl Coated Interior
- Hinged EZ-Clip Ceiling Filters 
- Powder Coated Ceiling Supports
- Full Width Ceiling Filtration

Exhaust 
- 100% Recirculation During Prep
- 100% Exhaust Via Switch
- Belt Driven Heavy Duty Turbo Fan
- RDH Reversed Blade, Non Loading, Non 
  Ferrous
- 10,000 CFM
- 7.5 HP 3 Phase High Efficiency  
Motor
- Includes Post Filtration Assembly 
 
Filtration
- Pre Filter Bags (with Intake Package)
      - Cleans Incoming Air
- Ceiling Filters (5 micron)
      - Down to 1/25,000 of an inch 
- Primary Exhaust Filter
      - Paint Arrestor (Over 98% Removal  
        Efficiency) 
- Secondary Exhaust Filtration Inside  
  Turbine Cabinet
      - 2 Stage Exhaust Filtration              
        Eliminates Overspray & Protects  
        Exhaust Turbine

Lighting
- 48” Daylight Corrected Light Fixtures
- Inside Access Hinged Glass Doors
- Class 1 Division 2 Rated

Options
- Length Extensions, Height Extensions, 
Drive Through, Single Phase, Double 
Plenum Configurations

Controls
- Standard Electromechanical Control  
  Panel
- Exhaust VFD Included

Certification
- ETL Listed

Warranty
- 1 Year Bumper to Bumper

Note
- SAIMA of North America reserves the 
  right to modify or change any of the
  dimensions or features without
  notification.
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