
Exhaust Wall
Accudraft Exhaust/Supply Wall

STANDARD FEATURES

- 18 ga. Galvanized Steel Nut & Bolt Construction Panels
- Non Sparking Tube Axial Fan(s)
- Custom Dimensions Available
- Accepts Multiple Types of Filtration Media
- UL Listed Electrical Components
- Explosion Proof Motors Available
- 3 PHASE Motor/Fan Combination
- Used to Exhaust or Supply an Area With Airflow



Exhaust Wall
Accudraft Exhaust/Supply Wall

This unit includes motor, fan, on/off control and filter.

This unit DOES NOT include wiring or duct work.

7' High

EW030703 Galvanized Exhaust Wall - 3'6" w x 7' h x 30" d - 2100 CFM / 1/2 HP Motor
EW070703 Galvanized Exhaust Wall - 7' w x 7' h x 30" d - 4900 CFM / 1 1/2 HP Motor
EW100703 Galvanized Exhaust Wall - 10'6" w x 7' h x 30" d - 7000 CFM / 3 HP Motor
EW140703 Galvanized Exhaust Wall - 14' w x 7' h x 30" d - 9800 CFM / 3 HP Motor
EW170703 Galvanized Exhaust Wall - 17'6" w x 7' h x 30" d - 11,900 CFM / 5 HP Motor
EW200703 Galvanized Exhaust Wall - 20' w x 7' h x 30" d - 14,000 CFM / 5 HP Motor

8' High

EW030803 Galvanized Exhaust Wall - 3'6" w x 8' h x 30" d - 2400 CFM / 3/4 HP Motor
EW070803 Galvanized Exhaust Wall - 7' w x 8' h x 30" d - 5600 CFM / 2 HP Motor
EW100803 Galvanized Exhaust Wall - 10'6" w x 8' h x 30" d - 8000 CFM / 3 HP Motor
EW140803 Galvanized Exhaust Wall - 14' w x 8' h x 30" d - 11,200 CFM / 5 HP Motor
EW170803 Galvanized Exhaust Wall - 17'6" w x 8' h x 30" d - 13,600 CFM / 5 HP Motor
EW200803 Galvanized Exhaust Wall - 20' w x 8' h x 30" d - 16,000 CFM / 5 HP Motor

10' High

EW031003 Galvanized Exhaust Wall - 3'6" w x 10' h x 30" d - 3000 CFM / 3/4 HP Motor
EW071003 Galvanized Exhaust Wall - 7' w x 10' h x 30" d - 7000 CFM / 3 HP Motor
EW101003 Galvanized Exhaust Wall - 10'6" w x 10' h x 30" d - 10,000 CFM / 3 HP Motor
EW141003 Galvanized Exhaust Wall - 14' w x 10' h x 30" d - 14,000 CFM / 5 HP Motor
EW171003 Galvanized Exhaust Wall - 17'6" w x 10' h x 30" d - 17,000 CFM / 7.5 HP Motor
EW201003 Galvanized Exhaust Wall - 20' w x 10' h x 30" d - 20,000 CFM / 7.5 HP Motor

12' High

EW031203 Galvanized Exhaust Wall - 3'6" w x 12' h x 30" d - 3600 CFM / 1 HP Motor
EW071203 Galvanized Exhaust Wall - 7' w x 12' h x 30" d - 8400 CFM / 3 HP Motor
EW101203 Galvanized Exhaust Wall - 10'6" w x 12' h x 30" d - 12,000 CFM / 5 HP Motor
EW141203 Galvanized Exhaust Wall - 14' w x 12' h x 30" d - 16,800 CFM / 7.5 HP Motor
EW171203 Galvanized Exhaust Wall - 17'6" w x 12' h x 30" d - 20,400 CFM / 7.5 HP Motor
EW201203 Galvanized Exhaust Wall - 20' w x 12' h x 30" d - 24,000 CFM / 10 HP Motor

OPTIONS:

Motors:

XPM-1/2HP 1/2 HP Explosion Proof Motor Upgrade
XPM-3/4HP 3/4 HP Explosion Proof Motor Upgrade
XPM-1HP 1 HP Explosion Proof Motor Upgrade
XPM-1 1/2HP 1 1/2 HP Explosion Proof Motor Upgrade
XPM-2HP 2 HP Explosion Proof Motor Upgrade
XPM-3HP 3 HP Explosion Proof Motor Upgrade
XPM-5HP 5 HP Explosion Proof Motor Upgrade
XPM-7HP 7.5 HP Explosion Proof Motor Upgrade

Control Panel:

On/Off On/Off Switch
Electric Options:
3PH-240 Three Phase Controls 208/240v
3PH-480 Three Phase Controls 460/480v
Miscellaneous:
EW-WW10 Exhaust Wall White on White Option up to 10' Wide
EW-WW20 Exhaust Wall White on White Option 14' - 20' Wide
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